## Features

C2-9

- Available in 28 finishes including 13 PVD finishes
- All brass construction
- All mounting hardware included


## Codes/Standards

Product meets or exceeds the following:


- None applicable


| SKU | A | B | c |
| :---: | :---: | :---: | :---: |
| C2-9 | $\begin{aligned} & 12^{\prime \prime} \\ & {[305]} \end{aligned}$ | $\begin{gathered} 9 " 9 \\ {[228]} \end{gathered}$ | $\begin{aligned} & 8-1 / 4^{4} \\ & {[210]} \end{aligned}$ |
| C2-18 | $\begin{gathered} \hline 21-1 / 16 " \\ {[535]} \end{gathered}$ | $\begin{gathered} \hline 18-1 / 16^{\prime \prime} \\ {[458]} \end{gathered}$ | $\begin{gathered} \hline 17-5 / 16 " \\ {[440]} \end{gathered}$ |
| C2-24 | $\begin{aligned} & \text { 27" } \\ & {[687]} \end{aligned}$ | $\begin{gathered} \hline 24^{\prime \prime} \\ {[610]} \end{gathered}$ | $\begin{gathered} \hline 23-5 / 16 " \\ {[592]} \end{gathered}$ |
| C2-30 | $\begin{gathered} 333^{\prime \prime} \\ {[839]} \end{gathered}$ | $\begin{gathered} 30 " 10 " \\ {[762]} \end{gathered}$ | $\begin{gathered} \hline 29-5 / 16 " \\ {[744]} \end{gathered}$ |

Specifications subject to change without notice
(111111111) (4X) 8-1-1/2" phillips head screw


Dimensions are inches, rounded to $1 / 16$ "

