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®

StyleDrain

4-1/8" Multi-Function Handshower

ALL DIMENSIONS SHOWN TO NEAREST 1/16"

Codes/Standards Applicable
Meets or exceeds the following at date of manufacture:

ASME A112.18.1/CSA B125.1•

Features
5-1/4" x 5-1/4" forged brass trim grid•
use with 9177, 9177-BFA, 9177-BFP, 9178, or 9178-UG-2•

see pages 374-377 for all StyleDrain rough kits

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.2/CSA B125.2•
US PAT NO. 8043497•

®

Features
Create "invisible drain" by allowing inlay of tile/stone to drain cover •
to match surrounding tile/stone
Available in 5 finishes, including 4 PVD finishes•
All brass decorative frame with no visible screws•
Frame surface is foot friendly with no sharp edges•
Rigid frame construction - will not dish or bend•
Square frame design for easy floor design and installation•
Outlet flow rate 15 gpm (57 Lpm) with 1/4" head of water•
PVC body with reversible membrane collar•
2" slip & 3" spigot outlet•

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

CHRISTOPHERGRUBB Collection
TM

Codes/Standards
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
CEC (1.8 gpm)•
DOE (1.8, 2.0, & 2.5 gpm)•
Commonwealth of MA•
EPA WaterSense (2.0 gpm)•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•
3 function handshower: rain, air, & massage•
Self cleaning rubber jets, gray face•
1/2" MIP inlet•
Replace .FR with desired max flow rate:•

HS-093.18 for 1.8 gpm
HS-093.20 for 2.0 gpm
HS-093.25 for 2.5 gpm

HS-093.18
HS-093.20
HS-093.25

Specifications subject to change without notice
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Dimensions are inches, rounded to 1/16"
[Dimensions in brackets are mm, rounded to 1mm]
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