
26790 Madison Ave.
Murrieta, CA 92562

888-304-0660

www.waterstoneco.com

Codes/Standards Applicable
Specified model meets or exceeds the following:

� ASME A112.18.1
� CSA B125.1
� NSF 61

CUSTOMER NAME:

D
IM

E
N

S
IO

N
S

 M
A

Y
 V

A
R

Y
 A

N
D

 A
R

E
 S

U
B

JE
C

T
 T

O
 C

H
A

N
G

E
. 
N

O
 R

E
S

P
O

N
S

IB
IL

IT
Y

 I
S

 A
S

S
U

M
E

D
 F

O
R

 U
S

E
 O

F
 S

U
P

E
R

C
E

D
E

D
 O

R
 V

O
ID

E
D

 D
A

T
A

. 

Made in the U.S.ADATE: 1-10-08

FAUCETS

ITEM NO:

1200C
STYLE: HAMPTON

JOB NO:

INTENDED USE:
FILTRATION FAUCET - COLD ONLY

2 1/8"

2 1/4"

7/16"

Suggested hole size 1/2"

4-7/8"

9"

1 7/8"
 MAX

Counter
Thickness

Technical Specifications:
 Compatible with Reverse Osmosis
 Solid brass construction.
 1/4 turn ceramic disk valve cartridge.
 Lever handle.
 1.1 gpm maximum flow rate.
 360 degree swivel spout.
 1/4” compression connection.
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9 7/8"2 1/4"

1 7/8"
 MAX

2 1/8"

7/16"
Suggested hole size 1/2"

Thickness

5 1/4"
(133mm)

41180 Raintree Court
Murrieta, CA 92562
1-888-304-0660
www.waterstoneco.com

MADE IN THE USA
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JOB NO:CUSTOMER NAME:

STYLE:

ITEM NO: 1200C
HAMPTON

DATE: 1-10-08

Specified model meets or exceeds the following:

Technical Specifications Codes/Standards Applicable

• ASME A112.18.1 
• CSA B125.1
• NSF 61 
• CALGreen

• Compatible with Reverse Osmosis
• Solid brass construction.
• 1/4 turn ceramic disk valve cartridge. 
• Lever handle.
• 1.1 gpm maximum flow rate.
• 360 degree swivel spout.
• 1/4” compression connection.

INTENDED USE: 
FILTRATION FAUCET - COLD ONLY


