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Brine Inlet:
Connect to here from the 
RO connection marked 
“WASTE” or “DRAIN”.

Brine Outlet:
Connect from here to the 
drain under the sink.
-Uses 3/8” tubing.

26790 Madison Ave.
Murrieta, CA 92562

888-304-0660

www.waterstoneco.com

Codes/Standards Applicable
Specified model meets or exceeds the following:

� ASME A112.18.1
� CSA B125.1

CUSTOMER NAME:
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Made in the U.S.A.DATE: 1-11-08

FAUCETS

Technical Specifications:
� Designed for use with Waterstone filtration faucets.
� Solid Brass or Stainless Steel construction.

ITEM NO:

2200
STYLE:

CONTEMPORARY

JOB NO:

INTENDED USE:
RO AIRGAP

41180 Raintree Court
Murrieta, CA 92562
1-888-304-0660
www.waterstoneco.com

MADE IN THE USA
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INTENDED USE: RO AIRGAP

JOB NO:CUSTOMER NAME:

STYLE:

ITEM NO: 2200
CONTEMPORARY

DATE: 1-10-08

Specified model meets or exceeds the following:

Technical Specifications Codes/Standards Applicable

• ASME A112.18.1 
• CSA B125.1

• Designed for use with Waterstone filtration faucets. 
• Solid brass construction. 


