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Made in the U.S.A.DATE: 1-15-08

FAUCETS
INTENDED USE:

HOT TANK

Technical Specifications:
� Adjustable temperature 140F to 190F
   (60C to 88C).
� Insulated ½ gal. Stainless Steel tank.
� Compatible with RO filtration systems. 
� Up to 60 cups per hour capacity (2.3L).
� Integrated vent, works with any Waterstone Hot
  only or Hot & Cold filtration faucet.
� Heating element - 780 watts, 6.5 amps, 
  120 volts, 60 Hz.
� Inlet water pressure, 35 psi min, to 60 psi max.
� Minimum inlet volume (filter output), 1 gal / min. 
� Manufactured by Anaheim Manufacturing.
� Dimensions-  11 1/4”H x 6 3/4” W x 8 1/4” D.
� 2 year warranty.

6 3/4”
x 8 1/4” Deep

36”

11 1/4”

MOUNTING AND INSTALLATION HARDWARE INCLUDED

41180 Raintree Court
Murrieta, CA 92562
1-888-304-0660
www.waterstoneco.com

MADE IN THE USA
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INTENDED USE: HOT TANK

JOB NO:CUSTOMER NAME:

STYLE:

ITEM NO: 5000
N/A

DATE: 11-1-12

Specified model meets or exceeds the following:

Technical Specifications Codes/Standards Applicable

• UL
• CSA

• Adjustable temperature 140F to 190F (60C to 88C).
• Insulated 1⁄2 gal. Stainless steel tank.
• Compatible with RO filtration systems.
• Up to 100 cups per hour capacity.
• Integrated vent, works with any Waterstone Hot only or 
Hot & Cold filtration faucet.
• Heating element - 1300 watts, 10.8 amps, 120 volts, 60 Hz.
• Inlet water pressure, 35 psi min, to 60 psi max. 
• Minimum inlet volume (filter output), 1 gal / min. 
• Manufactured by Anaheim Manufacturing.
• Dimensions- 11-1/4”H x 6-3/4” W x 8-1/4” D.
• 2 year warranty.


