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INSTALLATION
L.H./R.H.R. ACTIVE DOOR

#12 x 1" FPHSMS (2)

DOOR WITH AUTO FLUSHBOLTS.
ONLY WHEN USING A METAL 
WITH FLUSHTOP METAL DOORS.
2. RECOMMENDED FOR USE 

 SWITCH ROLLER "A" TO TAPPED
 IF  R.H. DOOR IS ACTIVE, THEN

NOTE:

 HOLE "B" AND FLIP COORDINATOR

NOTE:

INSTALLATION
R.H./L.H.R. ACTIVE DOOR

ACTIVE
DOOR

FASTENER INSTALLATION- SIDE VIEW

STRIKE

DOOR

1 3/4"

INACTIVE

DO NOT SCALE

DOOR BRACKET

JAMB
HEAD

ACTIVE
DOORDOOR

INACTIVE

6 3/4"  PROJECTION

STRIKE PLATE

COORDINATOR

DROP OF ARM

18° TO 20°

DOOR
INACTIVE

ILLUSTRATION OF L.H./R.H.R. ACTIVE DOOR INSTALLATION
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#6 x 3/4"  

FPHSMS (2)

#8 x 3/4" 
FPHSMS (APPLY AFTER ADJUSTMENT)

#8 x 3/4"
PPHSMS (2)

ALL NON-BRACKETED DIMENSIONS ARE IN INCHES, ALL BRACKETED DIMENSIONS ARE IN MILLIMETERS.
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[43.7]

[171.5]

[44.4]

(NEEDED FOR WOOD DOORS)

180 DEGREES FOR MOUNTING

(MORTISED)

[63.5][63.5]

3. MIN RAIL HEIGHT: 2-1/2"

1. USE AUTO FLUSHBOLTS 
ONLY. 

IS OPENED FIRST.
WHEN THE INACTIVE DOOR
ASTRAGAL FROM DAMAGE 
BAR WILL KEEP THE
AN ASTRAGAL.  THE CARRY
NEEDED WHEN INSTALLING
4. 297C CARRY BAR IS

5. USE 297D COORDINATOR 
IF USING SELF LATCHING 
FLUSHBOLTS

298D GRAVITY COORDINATOR
INSTALLATION INSTRUCTIONS

REV: 02DRAWING NO:  I-TA00705 SHEET 1 OF 1
HAGER COMPANIES  139 Victor Street, St. Louis, MO 63104 - (800) 325-9995 - Fax (800) 782-0149
TEMPLATE NO:   I-298D


	Sheet1
	Drawing View1


