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REVISIONS
REV. DESCRIPTION DATE APPROVED

01 ORIGINAL RELEASE 7/25/2008

ITEM 
NO.

Defa
ult/Q
TY.

DRAWING NO. DESCRIPTION

1 1 S-ED00049 RIM MULLION FIRE STRIKE

2 1 S-ED00047 RIM MULLION FIRE STRIKE ROLLER 
SHAFT

3 1 S-ED00048 RIM MULLION FIRE STRIKE ROLLER
4 1 S-ED00046 RIM MULLION FIRE STRIKE SHIM

WEIGHT: 0.43

01S-ED00050
-

Material <not specified>

TJS 1/31/07

-- RIM MULLION FIRE STRIKE 
ASSEMBLY

PROPRIETARY & CONFIDENTIAL

THE INFORMATION CONTAINED 
IN THIS DRAWING IS THE SOLE 
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Q.A.

ENG. APPR.

DRAWN

TOLERANCES:
FRACTIONAL: 0.015"
ANGULAR: MACH:  1  BEND: 1
TWO PLACE DECIMAL: 0.01"
THREE PLACE DECIMAL: 0.004"DO  NOT  SCALE  DRAWING

FINISH

MATERIAL

REV.

A
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SCALE:1:1
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THE RIGHT TO
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