
.625
16

1.250- .000
+.015

31.8 0
+0.4

1.937
49

Y

2 PLACES

DRILL & TAP FOR
#12-24 COMBO SCREW

4.125±.005
104.8±0.1

4.875- .000
+.015

123.8 0
+0.4

3.375- .000
+.015

85.7 0
+0.4

1.250
32

.375
10

.375
10

AA

FRAME STOP

COMMON TO LOCK, STRIKE
AND DOOR

.094
2

.275
7.500

MIN. DEPTH REQ.
13 SECTION A-A 

STRIKE MOUNTING BRACKET NOT 
SHOWN.  MANUFACTURE TO SUIT 
STRIKE AND MINIMUM DEPTH 

CL

CL

NOTES:
 DIMENSION "Y" IS A FUNCTION OF DOOR THICKNESS1.
STRIKE LOCATION MUST BE CHANGED RELATIVE TO THICKNESS OF 2.
DOOR SILENCER OR WEATHERSTRIPPING WHEN USED.

WEIGHT: 0.30

04T-LS00176
-

Material <not specified>

MRJ 12/11/2007

-- METAL JAMB TEMPLATE FOR 2500, 
3400, 3500, AND 3600 SERIES LOCKS
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Q.A.

ENG. APPR.

DRAWN

TOLERANCES:
FRACTIONAL: 0.015"
ANGULAR: MACH:  1  BEND: 1
TWO PLACE DECIMAL: 0.01"
THREE PLACE DECIMAL: 0.004"DO  NOT  SCALE  DRAWING

FINISH

MATERIAL

REV.

A
DWG.  NO.SIZE

SCALE:1:2

HAGER RESERVES THE RIGHT TO
MAKE DESIGN CHANGES WITHOUT
NOTICE.  CALL HAGER ENGINEERING
AT 1-800-325-9995 FOR THE LATEST
REVISION DATE OF TEMPLATE.

PRIMARY DIMENSIONS SHOWN IN INCHES,
DIMENSIONS IN [ ] ARE MILLIMETERS.
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