
Available 
Finishes:

•	US3/605
•	US4/606
•	US10/612
•	US10B/613E
•	US10BE/613E
•	US26/625
•	US26D/626
•	US32D/630
•	US32/629
•	US32DMS
•	US32D316
•	US32316
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Specifications:

MATERIAL: 
.125"	Brass,	Bronze,	Stainless	Steel

FASTENERS:	
1/4"-20	x	11/2"	Machine	Screws

FEATURES:	
Usually	used	with	the	94L	as	a	set	(see	below)

FEATURES:	
TORX	-	security	Torx	screws

SIZE:		
31/2"	x	5"

GRIP	OPENING:
13/4"	x	31/8"

DEPTH:
7/8"

WEIGHT:
0.6	lbs.

ANSI	A156.6:	J403

Architectural	 
Door	Accessories

Rockwood	94P	-	Flush	Pull

300 Main Street 
Rockwood, Pennsylvania 15557
P:  800.458.2424  •  F:  800.922.9212 
www.rockwoodmfg.com  •  orders.rockwood@assaabloy.com
Copyright © 2017, Rockwood Manufacturing Company, an ASSA ABLOY Group company. All rights reserved. Reproduction in whole or  
in part without the express written permission of Rockwood Manufacturing Company is prohibited.


